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Tipo Sezione
mm2

Colore Poli 
per barra

Imballo
pz. (barre)

Part 
number

Section
mm2

Colour Poles 
per bar

Packing
pcs. (bars)

CPB300 2,5 - 4,0 12 10
CPB301 4,0 - 6,0 12 10
CPB302 6,0 - 10,0 12 10
CPB303 16,0 12 10
CPB304 25,0 12 10

® ®

12 poli in polietilene PE
12 poles polyethilene

12 poli in polipropilene autoestinguente PP
Fire retardant 12 poles polypropilene

80°C - 400 V

Tipo Sezione
mm2

Colore Poli 
per barra

Imballo
pz. (barre)

Part 
number

Section
mm2

Colour Poles 
per bar

Packing
pcs. (bars)

CPB305B 2,5 - 4,0 12 10
CPB305N 2,5 - 4,0 12 10
CPB306B 4,0 - 6,0 12 10
CPB306N 4,0 - 6,0 12 10
CPB307B 6,0 - 10,0 12 10
CPB307N 6,0 - 10,0 12 10
CPB308B 16,0 12 10
CPB308N 16,0 12 10
CPB309B 25,0 12 10
CPB309N 25,0 12 10

85°C - 440 V

Tipo Sezione
mm2

Colore Poli 
per barra

Imballo
pz. (barre)

Part 
number

Section
mm2

Colour Poles 
per bar

Packing
pcs. (bars)

CPB310B 2,5 - 4,0 12 10
CPB310N 2,5 - 4,0 12 10
CPB311B 4,0 - 6,0 12 10
CPB311N 4,0 - 6,0 12 10
CPB312B 6,0 - 10,0 12 10
CPB312N 6,0 - 10,0 12 10
CPB313B 16,0 12 10
CPB313N 16,0 12 10
CPB314B 25,0 12 10
CPB314N 25,0 12 10

12 poli in poliammide 66 PA
12 poles polyammide

12 poli con lamella in poliammide PA
12 poles polyammide

-30°C +110°C - 450V

Tipo Sezione
mm2

Colore Poli 
per barra

Imballo
pz. (barre)

Part 
number

Section
mm2

Colour Poles 
per bar

Packing
pcs. (bars)

CPB315 1,5 12 10
CPB316 2,5 12 10
CPB317 4,0 12 10
CPB318 6,0 12 10

-30°C +110°C - 450V

 = Nero / Black   = Bianco / White  = Nero / Black   = Bianco / White

Morsettiere sezionabili.
Divisible connectors.

Morsettiere sezionabili.
Divisible connectors.


