
Marketing�Offices�spread�all�over�India

222,�Okhla�lndustrial�Estate,�Phase�-�III,�New�Delhi�-�110�020

Ph.�:�(+91�11)�3384�9000�-�09��•�Fax�:�(+91�11)�26847342��•�E-Mail�:�cmo@cselectric.co.in

CENTRAL�MARKETING�OFFICE

REGIONAL�WAREHOUSES

WAREHOUSES

RANCHI� Plot�No.�145/C,�Mandir�Marg-D,�Road�No.�4,�Ashok�Nagar,�Distt.�Ranchi,�Jharkhand�-�834002�Ph:.�(91�651)�2242202,�2242224�

LUCKNOW� 3rd�Floor,�E-143,�Phase-I,�Transport�Nagar,�Kanpur�Road,�Lucknow�-�17�Ph.:�(+91�522)�4103460

INDORE� 53,�Udyog�Nagar,�Near�Musakhedi�Square,� �(+91)�88780-62000�/�64000Liberty�Agencies� Ring�Road,�Indore-452001�Ph.:

MUMBAI� E-5,�Parasnath�Complex.�Gala�No.8,�Village�'VAL'�Dapode�Road,�Taluka�Bhiwandi,�District,�Thane�-�421302�Ph.:�(+91�2522)�314830

BENGALURU� No.�17,�1st�Main�Road,�Sampangiram�Nagar,�Bengaluru�-�560�027�Ph.:�(+91�80)�41125467

KOLKATA� 113,�Chetla�Road,�New�Alipur,�Kolkata�-�700�053,�Ph.:�(+91�33)�22275849�-�51

AHMEDABAD� Opp.�West�Coast�Pharmaceutical,�Nr.�Gota�Over�Bridge,�Gota,�Ahmedabad�-�382481�Ph.B-25-B/C�Meldi�Industrial�Estate,� :�(+91�79)�65453044

Fax : (+91�33)�22275849

E-Mail :�kolkata@cselectric.co.in

KOLKATA

Ph. : (+91�33)�39212100-01

EASTERN�REGION

CHANDIGARH

NORTHERN�REGION

Ph.� : (+91�11)�3384�9000�-�09

E-Mail :�indore@cselectric.co.in

Ph. :�(+91�771)�4061404

NAGPUR

Ph. :�(+91�172)�3021144

E-Mail :�nagpur@cselectric.co.in

DELHI��

E-Mail :� cmo@cselectric.co.in

Fax : (+91�11)��26847342

Fax :�(+91�172)�2631059-3201144

E-Mail :�chandigarh@cselectric.co.in

Fax :�(+91�161)�2541900,�2541800

E-Mail :�ludhiana@cselectric.co.in

E-Mail :�lucknow@cselectric.co.in

KANPUR

LUDHIANA

Ph. :�(+91�161)�2541900,�2541800

Ph. :�(+91�522)�3917843,�4102044

Ph. :�(+91�522)�3917843,�4102044

E-Mail :�kanpur@cselectric.co.in

INDORE

LUCKNOW

Ph. :�(+91�731)�4035761,�3918020

RAIPUR

E-Mail :�raipur@cselectric.co.in

Ph. :�(+91�712)�2565215�,�2547295

Fax :�(+91�712)�2528923

Ph. : (+91�651)�2242202,�2242224

GUWAHATI

Ph. :�(+91�361)�2469950

E-Mail : guwahati@cselectric.co.in

RANCHI

E-Mail : ranchi@cselectric.co.in

BHUBANESWAR

Ph. : (+91�674)�2580788,�9778070465�

E-Mail :�bhubaneshwar@cselectric.co.in�

WESTERN�REGION

MUMBAI�

Ph. : (+91�22)�24114727-28,�30484071-73

Fax : (+91�22)�24126631

E-Mail :�mumbai@cselectric.co.in

SURAT

Ph. :�(+91�261)�6544024-28�

E-Mail :�ahmedabad@cselectric.co.in

PUNE

Ph. :�(+91�265)�2339479,�2356293

Ph. :�(+91�20)�24250518,�24250519

E-Mail :�pune@cselectric.co.in

BARODA

E-Mail :�surat@cselectric.co.in

Ph. : (+91�79)�61565115

AHMEDABAD

E-Mail :�baroda@cselectric.co.in

Fax : (+91�79)�61565151

Fax :�(+91�265)�2338754 E-Mail :�bangalore@cselectric.co.in

Fax :�(+91�141)�4033954

VIJAYAWADA

Ph. :�(+91�141)�4037651

E-Mail :�chennai@cselectric.co.in

MADURAI

SOUTHERN�REGION�

Fax :�(+91�80)�25594939

SECUNDERABAD

KOCHI

Fax :�(+91�422)�3048412

E-Mail� : commercial.madurai@cselectric.co.in

Fax :�(+91�44)�39180514

COIMBATORE

Ph. :�(+91�422)�3048406�-�20

JAIPUR

E-Mail :�coimbatore@cselectric.co.in

E-Mail :�cochin@cselectric.co.in

BENGALURU

CHENNAI

Fax :�(+91�484)�3071716

Ph. :�(+91�484)�3071715�(10�LINES)

E-Mail :�jaipur@cselectric.co.in

Ph. :�(+91�44)�39180512�-�15

Ph. :�(+91�80)�30570365�/�364

Ph. :�(+91�40)�48534080

Fax :�(+91�40)�27812987

E-Mail :�hyderabad@cselectric.co.in

Ph. :�(+91�866)�2496265�/�67

E-Mail :�vijayawada@cselectric.co.in�

RESIDENT�ENGINEERS

CUSTOMER�CARE

E-mail:�customercare@cselectric.co.in

Toll�Free�Number:�1800�572�2012

NATIONAL�WAREHOUSE

NOIDA�-�B-58,�Sector-80,�Phase-II,�Noida�-�201305�(UP)��Ph.:�(+91�120)�3857483/84/88/89
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220�V�Per�Pole
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CSMBS1K0.5

CSMBS1K1

CSMBS1K2

CSMBS1K4
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Tripping�Characteristics�&�DimensionsProduct�Reference

Rating�(A) 1�Pole 2�Pole 3�Pole 4�Pole

Reference Reference Reference Reference

40 CSMBS1ISO40 CSMBS2ISO40 CSMBS3ISO40 CSMBS4ISO40

63 CSMBS1ISO63 CSMBS2ISO63 CSMBS3ISO63 CSMBS4ISO63

80 CSMBS1ISO80 CSMBS2ISO80 CSMBS3ISO80 CSMBS4ISO80

100 CSMBS1ISO100 CSMBS2ISO100 CSMBS3ISO100 CSMBS4ISO100

125 CSMBS1ISO125 CSMBS2ISO100 CSMBS3ISO125 CSMBS4ISO125

25 CSMBS1ISO25 CSMBS2ISO25 CSMBS3ISO25 CSMBS4ISO25

32 CSMBS1ISO32 CSMBS2ISO32 CSMBS3ISO32 CSMBS4ISO32

Isolator

125 CSMBH1C125 CSMBH2C125 CSMBH3C125 CSMBH4C125

Reference Reference Reference Reference

80 CSMBH1C80 CSMBH2C80 CSMBH3C80 CSMBH4C80

Rating�(A) 1�Pole 2�Pole 3�Pole 4�Pole

100 CSMBH1C100 CSMBH2C100 CSMBH3C100 CSMBH4C100

Miniature�Circuit�Breaker�-�Higher�Ratings

40 CSMBS1DC40 CSMBS2DC40

01 CSMBS1DC1 CSMBS2DC1

04 CSMBS1DC4 CSMBS2DC4

06 CSMBS1DC6 CSMBS2DC6

50 CSMBS1DC50 CSMBS2DC50

03 CSMBS1DC3 CSMBS2DC3

Rating�(A) 1�Pole 2�Pole

16 CSMBS1DC16 CSMBS2DC16

20 CSMBS1DC20 CSMBS2DC20

63 CSMBS1DC63 CSMBS2DC63

Reference Reference

25 CSMBS1DC25 CSMBS2DC25

0.5 CSMBS1DC0.5 CSMBS2DC0.5

05 CSMBS1DC5 CSMBS2DC5

02 CSMBS1DC2 CSMBS2DC2

32 CSMBS1DC32 CSMBS2DC32

10 CSMBS1DC10 CSMBS2DC10

Miniature�Circuit�Breaker�-�DC

W Ntrip�2i

1.05xIn >1hour

In�63A �Test�Current Time�(t)

1.45xIn <1hour 20xIn <0.1s

1.45xIn <1hour 5xIn <0.1s

Thermal�Test�Current Tripping�Time Electro�Magnetic Tripping
Type Application

1.13xIn >1hour 5xIn 0.1s

1.13xIn >1hour 3xIn 0.1s

1.30xIn <2hour

1.13xIn >1hour 10xIn 0.1s

1.45xIn <1hour 10xIn <0.1s

Low High

Lighting�&�Distribution

with�no�surge�Current

with�surge�Current
Inductive�Load�

High�Inductive�Load�&�

High�Inrush�Current

High�Inductive�Load�&�

High�Inrush�Current

‘B’

‘C’

‘D’

‘K’

Tripping�Characteristics�-�IS/IEC�60898-1

*2.55xIn 1s<t<60s�for�In�32A 1s<t<120s�for�In>32A

Tripping�Characteristics

17.8-1P

35.6�-�2P

53.4�-�3P

71.2�-�4P

47.5

50

69.7

4
5
.2
�

3
5
.4

8
2
.7

8
4

Installation�Dimensions

C&S�offers�instantaneous
tripping�ranges�-�K:�10In�

IEC�60947-2

K

Temperature�Deration�Factor�Reference�Ambient��Temperature�30°C


